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UL SPECIFICATION
* FIXTURE SHALL BE

LISTED FOR
LOCATION ONLY AND LABELED AS SUCH.

* FIXTURE MUST BE MANUFACTURED IN
ACCORDANCE WITH UL STANDARD 1598.

— J PARTS SPECIFICATIONS
ITEM QTY DESCRIPTION
— A (1) SOCKET- UL LISTED/CSA CERTIFIED
BASE=MEDIUM
SOCKET=PORCELIN
SEE LEAD WIRE FOR SOCKET WIRE SPEC.
B (1) LEAD WIRE- 7" [180] FROM CANOPY
UL LISTED/CSA CERTIFIED, AWG #18
105%%DC BLACK AND WHITE WIRE.
STRIP 1/2 [12.7], SPLIT 3 [76.2].
FROM TOP OF SCROLL.
(SEE CHART FOR COLOR).
(e} (1) GROUND WIRE- 7" [180] FROM CANOPY
1/4 LAY COPPER GROUND WIRE.
FROM TOP OF SCROLL.
(SEE CHART FOR TINT).
100W MAX WATTAGE LABEL J
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NO.| PART NO. DESCRIPTION REQ|
623-3W-PC-G52| STEEL POLISHED CHROME FOR 623-3W-PC-G52 NOTICE: ANY DESIGN OR OTHER INFORMATION HEREON DEVELOPED BY THIS COMPANY
623-3W-GB-G52| STEEL BRUSHED BRASS FOR 623-3W-PC-G52 CRREFRODITON REQURES HEARTTEN CORSENT G TE LD ARG,
623-3W-BK-G52| STEEL MATTE BLACK FOR 623-3W-BK-G52 BLACK AND WHITE COPPER [842639007827 | 10842639007824 FLORENTINE SCAVO
623-3W-SN-G52| STEEL BRUSHED SATIN NICKLE FOR 623-3W-SN-G52 BLACK AND WHITE COPPER 842639007780 [10842639007787 ETCHED WHITE l N N OVATI O N S
FIXTURE NO. |MATERIAL FINISH LEAD WIRE GROUND WIRHUPC CODE 120F5 WATTAGE LABEL INSTRUCTION SHEET CUL LABEL| GLASS DESCRIPTION CREATIVITY MEETS EVOLUTIONARY DESIGN®

D "mm" DIMENSION INDICATED IN []
C TSIEQADMA%QLE DIMENSION IN []1S FOR REF. ONLY TITLE 1 LT VAN ITY
TOLERANCES (EXCEPT AS NOTED)
B |CHANGE THE SIZE OF GLASS ACCORDING TO GLASS SAMPLE. OTC/I21/08 | Mark PROJECTION™DECIVAL [ aNGULAR [FRACTIONAL | SCALE
NONEx031 | +1/2%%D | +1/32 FUL [PaRTNO.  ARC BAR REV.
A|CHANGE THE CONNECTOR SHAPE AND LOWER THE POSITION OF SOCKET OTC/07/08 | Mark @ EBa Pl e e e e
RE REVISION RECORD DAt | FEESEP "ﬁ#}"ﬁ ECO# xx 005 | 25/06/019] SSL| X | x| TEMNO: 653-1S-9 "'




